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<^ (57) Abstract: The invention concerns a track section (1) comprising a framework (2) consisting of two hollow profiled structure 
*T> boxes (3) open at the top, with substantially rectangular or trapezoid cross-section, maintained parallel and connected by cross mem- 
2 bers (16) which support a rail (17) for guiding the vehicle. The profiled structure boxes are closed by linear plates acting as running 
2 track (8) for the wheels of the vehicle. The inner space (7) provides passage for electrical cables powering the vehicle and/or sig- 
" nailing. The factory prefabricated track sections are ready to be laid on an existing road surface or in a trench with simply compacted 
O base. The invention is of interest to urban transport vehicle manufacturers and track manufacturers for such vehicles. 
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(57) Abrege : Le troncon (1) de voie selon rinvention comporte une ossature (2) formee de deux caissons profiles creux (3), ouverts 
vers le haut, a section sensiblement rectangulaire ou trapezoldale, maintenus paralleles et relies par des traverses (16) qui supportent 
un rail (17) pour le guidage du v^hicule. Les caissons profiles sont fermSs par des plaques lineaires servant de piste de roulage 
(8) aux roues du v6hicule. Leur espace inteneur (7) permet le passage des cables electriques d'alimentation du v^hicule et/ou de 
signalisation. Les tron9ons de voie, preTabriques en usine, sont a poser sur une chaussee existante ou dans une tranchee a fond 
simplement compact. Cette invention interesse les constructeurs de veliicule de transport urbain et de voies pour ces v6hicules. 



